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Description           Model  HTS-220R  HTS-420R HTS-420L6

Communication

  Wireless Communication

 

None

 
Interface 

 

- Card 4, Micro USB

Internal Data Memory 

 

Approximate 20000 Points
Data Format 

 

ASCII

Operation

  

Operating System

 

Real Time Operating System

Display

 

Gray  and white Display with adjustable contrast 
280 x 160 pixel

Keyboard

 

2 Sides alphanumeric backlit crystal keyboard

Laser Plummet

  

Type 

 

Laser point, 4 brightness level adjustment

Centering Accuracy 

 

1mm at 1.5m Instrument height

Environmental Condition

  

Operating Temperature

 

-200c to  +500c

Storage Temperature -400 c to +700 c

Dust & Water proof( 
IEC60529 standard )

IP55 IP65

Power Supply

Battery Type Rechargeable Li-Ion Battery

Voltage/Capacity ZBA-400 7.4V DC / 3000mAh

Operating Time with ZBA-
400 

Optimal 16 hr5 (continuous angle measurement 
every 30 seconds / 10 hr Typical

Measuring Time Approx. 12000 times

Weight
Including Battery & Tribtach 5.5 Kg Approx.

Description Model HTS-220R HTS-420R HTS-420L6
Angle Measurement

Measurement Method Absolute Encoding

Minimum Readout 1”

Accuracy1 2”

Telescope

 

Magnification 30X

 

Field of view 1030’ (2.7m at 100m)

Minimum Focusing Distance

 

1.5m

 

Reticle illuminated

Compensator Liquid Tilt Sensor

System Single Axis

 

Dual Axis Dual Axis

Working ±3’

 

Setting Accuracy 1”

 

Distance Measurement
 

(Reflector less) 

Reflector less Range2 350m  350m  600m

Single Prism 5500
 

7500m

Accuracy 3mm+2ppm

Measuring 1.5s

 
Distance Measurement

 

(with Reflector)

Single Prism Under good 
condition3

2500/3000m 3000m 4000/5000m

Reflective Sheet 800m 1000m

Accuracy 2mm+2ppm

Measuring Time 
(Fine/Quick/Tracking) 

1.5s/1.2s/0.8s 1s/0.8s/0.5s

7000m

1.3s/1s/0.5s

Bluetooth

Port Rs232,SD 
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Specification

Angle Measurement  
Accuracy 2" 
Reading System Absolute Encoding 
Minimum Reading 1"/5"/10” Optional 
Diameter of circle (VHz) 71mm 

Telescope  
Image Erect 
Magnification 30X 
Length of  Telescope 155mm 
Objective Lens Aperture 45mm 
Field of View 1°30' 
Resolving Power 3.5" 
Shortest Sighting Distance 1.3 m 
Stadia Ratio 100 
Stadia Constant 0 
Display  

LCD Display Type Dual Side Back-lit LCD 

 

Surveying Instruments

DT-02
Digital Theodolite

Compensator  
Tilt Sensor Vertical Angle 

Compensation 
Compensating Range ±3' 
Accuracy 1” 
Laser Plummet  
Accuracy  1mm/1.5m 
Level Sensitivity  
Sensitivity of  Long Vial 30"/2mm 
Sensitivity of  Bubble 8'/2mm 
Power Supply  
Battery Type Rechargeable Ni-H Battery 
Operating Time 10 Hours 
Weight  
Weight 4.8 Kgs 
Environmental  
Operating Temperature Degree C ¡ ß20～¡ Þ50 

Water & Dust Proof IP54 
 

Features:
High Accuracy of 2"
Laser Plummet
Absolute Encoding gives Quick &
Reliable angle measurement
Digital wide Dual Side Back-lit
Display for comfortable reading

-20 to +50 Degree C
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Rugged Design

Tribrach & Adapter with 
Optical Plummet



A-32

Automatic
      Levels

B40 DSZ-32X

Surveying Instruments

Specifications:

Reliable, high precision
Auto Levels

Accurate & Stable Magnetic 
Compensator

Precision instruments for Engg. 
And construction
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PARAMETERS

 

DSZ-32X

 

B40

 

AL24

 

A-32

 

Standard Deviation Per 
Kilometer Double -

 

Run

 

2mm

 

2mm

 

2mm

 

1.5mm

 

Image

 

Positive Image

 

Positive Image

 

Positive Image

 

Positive Image

 

Magnification

 

32X

 

32X

 

24X

 

32X

 

Clear Objective 
Aperture

 

42mm

 

34mm

 

30mm

 

36mm

 

Field of

 

View

 

1o20’

 

1o20’

 

1o30’

 

1o20’

 

Shortest Focusing 
Distance

 

0.5 m

 

0.3 m

 

0.5 m

 

0.4 m

 

Stadia multiplication 
constant

 
100

 

100

 

100

 

100

 

Stadia additive constant

 

0

 

0

 

0

 

0

 

Circular Bubble 
Precision

 8’ /2mm

 
8’ /2mm

 
8’ /2mm

 
8’ /2mm

 

Horizontal Circle 360o 360o 360o  360o  
Compensator Type Magnetic 

suspension -
Damping

 

Magnetic 
suspension-

Damping
 

Magnetic 
suspension -

Damping
 

Magnetic 
suspension-

Damping
 Working Range

 
±15’

 
±15’

 
±12’

 
±15’

 Setting Accuracy

 

±0.3”

 

±0.3”

 

±0.5”

 

±0.3”

 
Screw Thread

 

M16 or 5/8”

 

M16 or 5/8”

 

M16 or 5/8”

 

M16 or 5/8”

 
IP Rating

 

IP54

 

IPX6

 

IP52

 

IP51
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PPT-1 PP-1 PP-2 AS-4-1 AS-5-1 AS-6-1PP-3
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CONCRETE TEST 
HAMMER
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